[image: image1.jpg]. PRESS RELEASE





[image: image2.jpg]MEASUREMENT SOLUTIONS




Rotronic Instruments (UK) Ltd

The Rotronic HygroClip XD – The Most Versatile OEM Probe Yet 
Rotronic has developed the HygroClip XD temperature and humidity probe based on AirChip3000 technology for precise measurement in OEM installations. With a wide power supply requirement  5...24 VDC / 5...16 VAC and choice of 0...1/ 5/ 10 V outputs directly for temperature and humidity values, there is no need for a measurement transmitter or an active adapter power cable making it a cost effective OEM sensor. 


The many benefits of the HygroClip XD probe for OEM applications include:
*  High precision measurement with excellent long term stability
*  Power supply:  5...24 VDC / 5...16 VAC
*  Specified accuracy:  0.8 %rh / 0.2 k at 23 °C
*  Measurement ranges:  -40...85 °C, 0...100 %rh
*  'Standard' stocked version:  0...1 V, -40...60 °C, 0...100 %rh
*  Customised versions:  0...1/ 5/ 10 V, scaled as required
*  Dew point calculated value
*  UART and RS-485 digital outputs
*  Low current consumption 12 mA@5 VDC, 0...1 V °C /%rh outputs
*  Black / white probe housing option to suit the application
*  Digital interface for sensor calibration using Rotronic HW4 software
*  Connecting cables available for customer systems

An industrial version of the HygroClip XD probe with -100...200 °C, 0...100 %rh measurement ranges, with long probe length options, cable mount will be available late 2013.

Full technical specifications and a PDF datasheet for the HygroClip XD probe, as well as the entire range of Rotronic humidity, temperature, CO2 and differential pressure measurement instruments are available on the website  www.rotronic.co.uk  or contact Rotronic T: 01293 571000  E: instruments@rotronic.co.uk
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