
MatsDirect UK Ltd
Unit 2 Bolholt Industrial Park
 Walshaw Road
Bury, Lancashire
BL8 1PL UK

For all enquiries:

Tel:     0044 (0)161-797-6785
Fax:     0044 (0)161-797-6349
E-mail:   sales@matsdirect.co.uk

Colour: Red, Grey, Blue,
Black,   Green, Brown Grey
Hardness:  N/A Shore A
Tensile:  N/A Mp
Elongation  N/A %
TemperatureRange: 20/+70DegC

Thickness:mm 14, 10
Weight/M2 (Kg- Approx): 6, 4
Roll size (1.2m x 6m):    EX STOCK
Roll size (10m x 12m):   TO ORDER
Roll size (10m x 18m):   TO ORDER

Heavy-duty resilient PVC loops provide an ideal
scraper entrance matting floor matwith a fall
through effect for Matwell applications, which
holds a high volume of grit and moisture whilst
creating a clean surface to minimise re tracking.

Manufactured to ISO9002 Pastaloop is a cost
effective primary entrance door matting system,
completely weather proof, may be used indoors
or outdoors.
The un-backed version is ideal in matwells or
may be surface mounted using the backed
version.
Economical Pastaloop PVC contract entrance
matting system for use in public
entranceways, wet areas, changing rooms etc.

MD2000 Pastaloop PVC Loop Matting Performance.
Pastaloop entrance matting has outstanding soil retention due to its ability to hold a

  large volume of grit.
Constant cleaning action as debris and moisture is held within the loops.

Colour Fastness
To sunlight, general cleaning and remedial treatment

Cleaning and Maintenance Daily:
Vacuum clean. Wet mop. Lift and shake vigorously.


